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EXISTING TYPICAL SECTION
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EXISTING TYPICAL SECTION
STA. 101465 TO STA, 107+66
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EXISTING TYPICAL SECTION
STA. 107+66 TO STA. 112+08
Rev.
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FAP TOTAL
RTE. |  SECTION COUNTY  ISHEETS
805 147BR ST. CLAIR | 52
STA. TO STA.

FED. ROAD DIST. M0, [ILLINOIS[FED. AID PROJECT

CONTRACT NO, 76393

EXISTING BRIDGE DECK AND APPROACHES HAVE
BEEN OVERLAYED WITH A BITUMINOUS SURFACE

* LEFT TURN LANE VARIES 12' TO 0
THRU REVERSE CURVE ENTRANCE TAPER
STA. 98+48 TO STA. 100+38
EOP VARIES FROM 1” RT TO i1' LT

* %  VARIES 10" TO 22

STA.

98+48 TO STA. 100+38

4" CONCRETE MEDIAN SURFACE

TRANSITIONS TO EARTH MEDIAN
SURFACE AT STA. 99+43

EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED
PROPOSED
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LEGEND

PCC PAVEMENT, 10
STABILIZED SUB-BASE, 4"

BITUMINOUS OVERLAYED PAVEMENT, 4" AND VARIES

PIPE UNDERORAINS

BITUMINOUS SHOULDERS, 8"

BITUMINOUS SHOULDERS, 10"

AGGREGATE SHOULDER

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24
CONCRETE MEDIAN SURFACE, 4

BITUMINOUS BASE COURSE WIDENING, 9"

COMBINATION CURB AND GUTTER, TYPE B-6.24
COMBINATION CURB AND GUTTER, TYPE M-6.24

BT NG EBNCRETE SURFACE COURSE SUPERPAVE, 1.5
BITUMINOUS CONCRETE LEVEL BINDER SUPERPAVE, 1.0"

BITUMINOUS CONCRETE BINDER COURSE SUPERPAVE, VARIABLE

BITUMINOUS MATERIALS (PRIME COAT)
AGGREGATE (PRIME COAT)

PCC MEDIAN SURFACE, 4”

AGGREGATE SHOULDER

SUB-BASE GRANULAR MATERIAL, TYPE B - 4“
PCC BASE COURSE WIDENING-12"

LEFT TURN LANE VARIES 0’ TO 12’
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THRU REVERSE CURVE ENTRANCE TAPER
STA. 107+66 TO STA. 109+96
EOP VARIES FROM 11 RT TO 1" LT

VARIES 22’ 70 10"
STA. 107+66 TO STA. 109+36

EARTH MEDIAN SURFACE
TRANSITIONS TO 4 CONCRETE
MEDIAN SURFACE AT STA. 108+81

ILLINOIS DEPARTMENT OF TRANSPORTATION
EXISTING ROADWAY

REVISIONS

NAME

TYPICAL SECTIONS

FAP ROUTE 805
SECTION 147BR
ST. CLAIR COUNTY
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